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1. Purpose of use

IP-2 is designed for a processing data broadcast via Ethernet into HDMI or A/Vsignal. IP-2 can be used as 
a IPTV receiver for example for receiving TV7 program from internet.

2. Installation

The connections and indications are shown in Fig 1. 

1. HDMI output

2. RJ-45  for Ethernet  connection to LAN

3. USB connector , only  for  service. 

4. Audio output

5. VIDEO output 

6. DC IN

       IP-2 can be mounted direct to wall or behind the monitor by srcews.
Connect the RJ-45 to the internet network. 

Connect the power supply  to the DC IN connector.

IP-2  HDMI OUT  to HDMI of TV or monitor. 

VIDEO/AUDIO  connectors are for TV without HDMI.
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3. Programming

Input settings can be set up by a web brouser. Connect a PC to device by a router or a switch. 
Connect a monitor to the monitor video/audio connectors.
Please check device IP address from monitor display when unit is booting up.
Open the browser on PC ,like explorer and write to field IP address for example 192.168.0.157.

 4.Input configuration

4.1 Stream receiving settings.

Please write to the  ”input stream address” field the net IP address or IPTV address and save it by clicking 
”save address” button
For examble with TV7 : rtmp://vod.tv7.fi/tv7-fi/mp4:tv7-fi.stream_360p

Receiving unicast transmission from IPTV source device for example RFT-897 the receiving address is as 
following with ” ” marks:
“http://192.168.0.191/?src=1?vcodec=h264&acodec=aac&res=720p&fps=30&bitrate=3?protocol=hpd”
With multicast from device  RFT-897:  udp://@224.0.0.1:1234
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4.2 Network settings

Device IP address setting is stored to dynamic / DHCP setting. A used router DHCP server set the Ip address 
to the device. The deveice shows the used IP address on the monitor display , when the device is powered and 
booting up.
Note. The starting takes over one minute.
The device IP address setting to static one can be made as following:
Write the target IP address to the ”System options / IP address” field and the right valueto the Sub Net mask 
Net mask field and the network Gatewayn address to the field Gateway.
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4.3 SW updating

The software can be updated by a browser , if the SW updating zip is received from the manufacture of the 
deveice. The zip updating file will be shearch from PC on zip format. Do not unzip it.
When the .zip-file can be seen on software file window , can the updating start by pressing UPDATE.
The device infos how long it will take to updating and boot itself after updating.  
After updating and booting the deveice start up again and the new SW version can be read from the point of 
software version.
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        4.4 Device remote reseting.

The device can be remote reset by clicking REBOOT.
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6. Technical specification:
 
IP input:

 SPTS

 UDP

 Multicast

 MPEG-2 and H.264

Output

 HDMI, HDCP 1.2

 RCA Video level   1 Vpp

 Video impedance    75 ohm

 Audio output level 0,5 Vrms

General

 Power consumption 5VDC/1,0A

 Input connector RJ-45 

 Video connectors HDMI male or RCA Female

 Audio connector 3,5mm jack  

 Size (mm)      93 *112,5* 27,5

This  symbol on the product or on its packing means that within the European Union the product must be 
taken to separate collection at the product-end-of life.

Do not dispose of these products as unsorted municipal waste.

Fore more information about where you can drop off your waste equipment for recycling, please contact 
your local city office, your house disposal service or the shop where you purchased the product.
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