
 

UIM 1-00UIM 1-00
TV-CHANNEL FROM INTERNET or VIDEO stream / 
YOUTUBE

  –-> DVB-C/T FULL HD MODULAATTOR

UIM 1-00 is a Full-HD modulaattor from internet TV streaming 
or internetvideo broadcasting on DVB-C or -T format to the 
antennanetwork. Transformat also Youtube videos to cable or 
terrestrial TV. 

USB memory stick or HDMI-connection can be the source of 
input signal as well.

HDMI input max resolution is FULL HD 1920*1080p.

To modulation format can be selected cable DVB-C or 
terrestrial DVB-T.
Unit is very easy to setup without any extra control unit , just 
by a web brouser.  

Features
 Full HD 

 IPTV input: RJ-45
IPv4/v6, TCP, UDP, HTTP, 
HLS, RTP, RTSP, RTMP, 
IGMP (Multicast)

 USB connection:
MPEG-TS, MPEG4, AVI, 
MOV, MPEG, MKV

 HDMI input: max. 
1920*1080p.

 DVB-C/T output

Technical parameters:

Video encoder
 MPEG-4 H.264 AVC

 LCN 

 Program name

Output
 QAM64,QAM128,QAM256

 Baud rate 5 to 8MS/s

 2k, 8k @ DVB-T QAM64

 Output level 100 dBuV max

 Output frequency range:     
100 … 950 MHz

General:
 Power consumption 12VDC/

0,9A
 Dimensions                       

44 mm*128 mm* 125 mm  
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