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MMIIEE--22440000  aanndd  MMIIEE--44880000 
SPTS or MPTS RE/CROSS IPTV HD –-> DVB-C or DVB-T or -T2 

 MODULATOR UP to 1024 programs 
 

 
 

 
 

 
 

 

MIE-2400 transforms digital programs from up 1024 SPTS or 48 
MPTS to 48 independent DVB-C/T muxes together with one MIM-
2400 add on module in one 1U 19” housing.  
 

                     MIM addon module 
 
512 SPTS or 24 MPTS to 24 DVB-C/T muxes to output per one 
module.  After that process IPTV programs can be received with 
regular DVB TV or STB.  Supports IGMP 1,2,3. 
Encoder CAS scrambling encrytpion (option). 
Easy web based programming and remote configuration is 
possible. Supports EPG. Separate PID filtering possibility. 
Can be assemblied to 19” rack or diract to wall monting  
The base unit can be added with a add on module, which double 
the capasity up to 48 muxes. 
Possible to remotecontrol via Smartportal service by mobile phone 
, pad or PC over the world widely.  
Redundant hot plugable power supply. 
 
Models DVB-C /-T: 
MIE-2400    512 SPTS or 24 MPTS > 24*DVB-C or 24*DVB-T  
MIM-2400   Add on module 512 SPTS, 24 MPTS > 24*DVB-C or 24*DVB-T 
=> MIE-4800    1024 SPTS or 48 MPTS > 48*DVB-C or 48*DVB-T  

 
Models DVB-T2: 
MIE-1002     512 SPTS or 10 MPTS > 10*DVB-T2 OUT (FFT 8k ext) 
MIE-816       512 SPTS or 8 MPTS  > 8*DVB-T2 OUT (FFT 16k ext) 
MIE-432       512 SPTS or 4 MPTS > 4*DVB-T2 OUT (FFT 32k ext) 
MIM-1002    Add on module 512 SPTS or 10 MPTS > 10*DVB-T2 (FFT 8kext) 
MIM-816      Add on module 512 SPTS or 8 MPTS > 8*DVB-T2 (FFT 16k ext) 
MIM-432      Add on module 512 SPTS, 4 MPTS > 4*DVB-T2 (FFT 32k ext) 

 
 

 
 

Features 
 

❑ Total 1024 SPTS or 32 
MPTS IPTV input with 
add on module in 1U 19” 

       512 SPTS or 16 MPTS 
per module. 

 
❑ 24 DVB-C or 24 DVB-T 

outputs per module 
       10 DVB-T2 (8k ext) 

outputs per module 
       4 DVB-T2 (32k ext) 
       outputs per module 
 
❑  4k UHDTV , HD and SD 
 

Technical specification 
 

Modulators 
 

❑ Output Frequency range             
114-1006 MHz 
 

❑ Output level max 
105dBuV 

       

❑ Free output channel 
selection. 

 
 

IPTV input 
 

❑ RJ-45, 1000 Base-T, max 
900MBps                       

 
❑ Max 512*SPTS / 

24*MPTS 
       per module 
 
❑ UDP/RTP 
 

Universal: 
 
❑ Power consumption 

100-240 VAC/  
65W(48mux) 

❑ Dimensions:   
44*270*480mm 
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